
WIND ENERGY
High-performance fi lms for the wind energy industry
Certifi ed performance – e�  cient operation
RENOLIT is setting new standards in rotor blade protection with RENOLIT EP. 
The erosion protection fi lm is certifi ed according to DNVGL RP-0171 standard, 
easy to apply,  ensures longer service life, less maintenance and higher energy 
yield. This results in measurable cost advantages in operation and a signifi cant 
reduction in downtime.

RENOLIT EP
The certifi ed erosion protection fi lm 
for rotor blades. 

Rotor blades are exposed to extreme weather 
conditions throughout their service life – rain, sand, 
hail and salt cause surface damage that can impair 
the aerodynamics and reduce energy yields.

RENOLIT EP provides reliable protection against 
erosion and extends the service life of the rotor 
blades. The fi lm is transparent, UV-resistant and has 
been specially developed for quick, precise repairs 
in the � eld.

The fi lm‘s ice-resisting  (anti-ice) function is cur-
rently being tested in pilot projects. Initial fi eld data 
shows the potential to signifi cantly reduce ice-
related downtime – results will be published after 
completion of the pilot phase.

Quick application 
for shorter repair 

duration and minimized 
downtime

High weather and 
UV resistance, 
no yellowing

VOC-free and 
no health 

risks during 
application

The certifi ed erosion protection fi lm 
for rotor blades. 

DNVGL RP-0171

C E R T I F I E D

CERTIFIED

Immediately e� ective 
erosion protection 

directly after 
application



RENOLIT SE
Horchheimer Str. 50
67547 Worms
Germany
Phone: +49.6241.303.0
wind@renolit.com
www.renolit.com

RENOLIT – 
The � lm specialist

The RENOLIT Group is one 
of the leading international 
manufacturers of high-quality 
pvc fi lms and related products 
for technical applications. The 
independent family-owned 
company has been setting 
standards in quality and 
innovation for more than 75 
years and today employs around 
5,000 employees at more than 
30 production sites and sales 
companies. Products fi nished 
with RENOLIT fi lms are used 
worldwide in the construction 
industry, in advertising, for 
lettering, for product labeling, 
and in a wide variety of technical 
applications.

Technical Data

Material: polyurethane

Thickness: 300 µm (fi lm) / ≥ 
360 µm incl. adhesive

Colour: Transparent

Temperature range: −40 °C to 
+70 °C operating temperature

Processing: from +5 °C outside 
temperature

Certi� cation: DNVGL RP-0171, 
Rain Erosion Test (ASTM G73)

Manufactured in: Germany 

BENEFIT FROM OUR 
75 YEARS OF EXPERIENCE


