
  

RENOLIT Ibérica S.A. 
Ctra. Del Montnegre, s/n 
E-08470 Sant Celoni (Barcelona) 
Phone: +34 93 848 40 00 
www.renolit.com/swimmingpool 
  

Inscrita en el Registro Mercantil 
de Barcelona 
Hoja B-68100, Tomo 38758, 
Folio 31.  
N.I.F. A-08058943 
  

 

TECHNICAL DATA SHEET 
LIMESCALE REMOVER - Type 81026 006/008 
 

Application: 

LIMESCALE REMOVER is a liquid acidic cleaner specifically formulated for the removal of limescale 
deposits, mineral residues and persistent dirt from the waterline of swimming pools lined with 
reinforced membranes and PVC-P liners. 

It is particularly suitable for removing limescale deposits caused by water with high hardness or 
alkalinity, helping to restore the original appearance of the membrane. 

It may also help to remove certain superficial iron-based stains. 

Technical Data: 

 Base:    Aqueous solution of phosphoric acid and surfactants 
 Physical state:  Liquid 
 Colour:   Light blue tint 
 Density:   1,04 ± 0,01 g/cm³ 
 Flash point:   > 90°C. Product not classified as flammable. 
 Hazards:   Causes serious eye damage and skin irritation 
 pH:    ~ 3. Acidic 

 
Description:  
 
This acidic cleaner effectively removes grease and persistent dirt. It is easy to apply using the trigger 
spray bottle (1-litre format). It is particularly suitable for cleaning the waterline and, specifically, for 
removing limescale deposits and mineral residues accumulated on the membrane surface. 
 
Instructions for use:  
 
Lower the pool water level to expose the area to be cleaned. Apply LIMESCALE REMOVER directly 
onto the affected surface. Allow the product to act for several minutes. The contact time will depend 
on the degree of scaling. 

Gently rub using a sponge, damp cloth or non-abrasive brush. Rinse thoroughly with clean water. 
Repeat the operation if necessary. 
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Caution: 

Do not mix with chlorinated products or other cleaning chemicals. Do not use on marble or other 
acid-sensitive surfaces. Before general application, it is recommended to test the product on an 
inconspicuous area. Avoid prolonged contact with metallic elements. Wear suitable protective gloves 
when handling the product. 

For dark stains associated with metallic contamination, especially those related to copper, please 
refer to the technical data sheet for ALKORPLUS ANTI-STAIN, a product specifically developed for 
this type of application. 

Storage: 

Store in the original tightly closed container in a cool, dry place protected from direct sunlight. Protect 
from frost and excessively high temperatures. 

Packaging: 

1-litre trigger spray bottles (81026 006) and 5-litre containers (81026 008). 

Shelf Life: 

3 years 

For Further information: 

Check safety data sheet 
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