RENOLIT ALKORPLUS

81008
Protection and separation layer

PRODUCT DESCRIPTION

Drill-resistant synthetic needlefelt fleece for use in RENOLIT roofing systems.

CHARACTERISTICS
Material synthetic fleece (short fibre): 180 g/m? EN 9864
Thickness 2 kPa average 0.8 mm EN 9863
Colour light green

TECHNICAL PROPERTIES

® Mechanical properties

) M MLV: 3 kN/m according to EN 10319
Tensile strength
C MLV: 3 kN/m according to EN 10319
M MLV: 64 % according to EN 10319
Elongation (+20 %) -
C MLV: 82 % according to EN 10319
® Meets all requirements for protection and separation layers

e Will not rot

FIELD OF APPLICATION

® As a separation layer when applying RENOLIT ALKORPLAN on a bituminous surface or on insulation such as expanded or extruded polystyrene for
ballasted or mechanically fixed systems (except in the case of inverted roofs on extruded polystyrene)

® As a protective layer

® As a compression layer

® Can be used on all common surfaces

® According to the system guidelines RENOLIT ALKORPLAN - RENOLIT ALKORTOP - RENOLIT ALKORTEC

PACKAGING

Width Length Weight Weight per standard roll

’ RENOLIT ALKORPLUS, 2m som | 180 gl 18 kg/roll ‘

81008-R02

STORAGE

@ Rolls are singly packed and wrapped in polyethylene film.

This document replaces and supersedes all prior versions.
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